TEKSKIL

BROADCAST PRODUCTS

CONTROL HUB / SERVER

The Intelligent Control Center for Modern Broadcast Studios
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TEKSKIL CONTROL HUB / SERVER

THE CENTRAL COMMAND PLATFORM FOR YOUR ROBOTIC STUDIO

The Tekskil Control Hub is the central command platform for Tekskil robotic
broadcast systems. It coordinates PTZ platforms, motorized pedestals, pan tables,
teleprompters, tally displays, timers, and production information across your
network—giving operators complete control from a touchscreen, laptop, or
production workstation.

8 Controls Tekskil PTZ Platforms, RafterCAM Systems, and

Robotic Studio Equipment from a Single Network Interface.

CORE CAPABILITIES

Centralized Robotics Control

Centralized control of all supported Tekskil
devices from a single interface.

Network-Based Architecture

Reliable connectivity across your entire
studio or facility.

Up to 100 Motion Presets for
PTZ Platforms

Store and recall up to 100 network presets
for PTZ platforms and pan tables.
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Touchscreen or Laptop Operation

Intuitive operation from the built-in
touchscreen or any web browser.

Real-Time Device Discovery

Automatic detection and status monitoring
of all connected devices.

Integrated Studio Ecosystem

Seamless coordination of robots, cameras,
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prompters, displays, and more.

CENTRALIZED CONTROL FOR PTZ PLATFORMS & RAFTERCAM
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SPECIFICATIONS

Intel® Processor (Commercial Grade)
16GB DDR4 (Upgradeable)

512GB SSD

Windows 10 loT Enterprise

1 x Gigabit Ethernet (10/100/1000)
1 x HDMI, 1 x DisplayPort

4 xUSB 3.0, 2xUSB 2.0

HD Audio Line In / Line Out / Mic
100-240V AC, 50/60Hz

0°C to 40°C (32°F to 104°F)
Rack-Mount (2U) or Desktop

CE, FCC, RoHS

Specifications subject to change without notice.
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