
RAIL, RISER & COUNTERWEIGHT

BALANCE RAIL SYSTEM COMPONENTS

RAIL, RISER
& COUNTERWEIGHT
CONFIGURED FOR PROPER HEIGHT AND BALANCE

Three core components work together to position and balance
the camera package: custom aluminum rails, interchangeable
camera risers, and stackable 5 lb counterweights.

STANDARD RAIL LENGTH

24 INCHES

THREE COMPONENTS. ONE BALANCED CAMERA PLATFORM.

CUSTOM ALUMINUM RAIL

Custom aluminum rail system with a
24-inch standard length. The rail
provides the adjustable foundation for
camera position and balance.

3 CAMERA RISER SIZES

Three interchangeable riser sizes secure
the camera to the rail at the proper
height for the camera, beamsplitter, and
teleprompter configuration.

5 LB COUNTERWEIGHTS

Threaded 5 lb counterweights offset the
camera, beamsplitter, and 19P. Weights
can be positioned along the rail and
screwed together for fine balance.

UNIQUE KEYWAY WEIGHT MOUNTING

A dedicated slotted chamber in the rail contains a unique keyway. Each 5 lb weight screws
into this keyway at virtually any point along the rail, allowing precise front-to-back balancing.
The weights also screw into each other, so additional weight can be stacked exactly where
needed.
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